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SW Alexander Lane Visual Corridor Restoration & Enhancement Project (January to June 2024)

Map data provided by METRO and the City of Sherwood. The City of Sherwood's infrastructure records, drawings, and other documents 
have been gathered over many years, using many different formats and standards. While the data provided is generally believed to be accurate, 
occasionally it proves to be incorrect; thus its accuracy is not guaranteed. ±

Exhibit by: Engineering GIS & Mapping Specialists (JMW) on Date: 12/19/2023  *this pdf is electronically scalable at 11x17 (ANSI B Landscape)
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PART 3 - Restore 
landscaping, plant additional 

street trees, plants and 
shrubs in Areas 1 + 2, to be 

irrigated by City.

E

PART 1 - Install (extend) 4' tall 
chain link fence south to signal 

(B to A) 375' approximate length. 
Magenta dashed line

PART 2A - Install 8' tall pre-cast 
concrete molded (acoustic) sound 
fence (C to D) 350' approximate 

length, to be aligned down middle of 
10 large fir trees. White dashed line.

PART 2B - Install 7' tall pre-cast concrete 
molded (acoustic) sound fence (D to E) 

270' approximate length, to be aligned w/ 
current maintenance yard chain link fence. 

Cyan dashed line.

Maint. access 
here

Add gate for access 
to city storm facility 
here


