NOTES (CONTINUED)

10.

PRIVATE ACCESS ROADS SERVING BUILDINGS TALLER THAN 30 FEET SHALL BE CAPABLE OF
USE BY AERIAL APPARATUS. THE UNOBSTRUCTED PAVED SURFACE WIDTH SHALL BE NOT
LESS THAN 26 FEET. AERIAL ACCESS MUST BE PLACED PARALLEL ALONG AT LEAST ONE
ENTIRE SIDE OF EACH BUILDING, BETWEEN 15 AND 30 FEET FROM THE BUILDING.

. WHEN PRIVATE ACCESS ROADWAYS ARE NOT OF SUFFICIENT WIDTH TO ACCOMMODATE

PARKED VEHICLES AND 20 FEET OF UNOBSTRUCTED PAVED DRIVING SURFACE, "NO PARKING

— FIRE LANE” SIGNS SHALL BE INSTALLED ONE OR BOTH SIDES OF THE ROADWAY AND IN
TURNAROUNDS AS NEEDED. PRIVATE ACCESS ROADS 26 FEET WIDE OR LESS SHALL BE

POSTED ON BOTH SIDES AS A "FIRE LANE”. PRIVATE ACCESS ROADS OF MORE THAN 26
FEET TO 32 FEET IN WIDTH SHALL BE POSTED ON ONE SIDE AS A "FIRE LANE".

. DEVELOPERS OF PRIVATE ACCESS ROADS LESS THAN 32 FEET IN WIDTH SHALL RECORD A

STREET MAINTENANCE AGREEMENT THAT PROVIDES FOR MAINTENANCE AND ENFORCEMENT
OF PARKING RESTRICTIONS BY STREET OWNERS.
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