PHOTO CONTROL

4-3 11/1 6"——|

FLARED, BLACK
WESTBROOKE
LUMINAIRE
4’ FLUTED POLE EXTENSION,
BLACK, WITH ARM BRACKET
AND POLE CAP

18" FLUTED, BLACK
WESTBROOKE POLE

POLE: BLACK; 5" FLAT FLUTED
.250" WALL THICKNESS
6005—T5 ALUMINUM ALLOY

BASE:
CAST ALUMINUM #356HM ALLOY

PREFERRED PRECAST FOOTING:
W/ ACCESS COVER

UTILITY VAULT 20R-LB—4-PGE i
(CONFIRM BEFORE 43.77
ORDERING) BASE COVER:
TWO—PIECE WRAPAROUND
CAST ALUMINUM #356HM ALLOY

NOTES: | 1888 |~—
1. STREETLIGHTS SHALL BE OPTION "C”.
2. PGE APPROVED STREET LIGHTING EQUIPMENT, LATEST EDITION, SHALL BE USED WHEN ORDERING
LIGHTING COMPONENTS AND APPURTENANCES.
3. STREETLIGHT COMPONENTS AND INSTALLATION SHALL MEET PGE SPECIFICATIONS.
4.  WESTBROOKE TO HAVE 18 BLACK—FLUTED POLE, A 4’ EXTENSION POLE, AND BLACK—FLARED
LUMINAIRE.
5. STREETLIGHT SHALL BE CENTERED IN PLANTER STRIP.
6. 3000K (WARM) LED’S. LAMP WATTAGE AND DISTRIBUTION TYPE SHALL BE DETERMINED BY PHOTOMETRIC
DESIGN.
7. FOOTING TO BE PER PGE SPECIFICATIONS FOR POLE TYPE.
8. THIS DETAIL IS SCHEMATIC AND FOR REFERENCE ONLY. SPECIFICATIONS SHALL BE SUBMITTED TO THE
CITY FOR APPROVAL PRIOR TO ORDERING OR INSTALLING STREETLIGHTING.
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