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| 18" T & G OR B & S ROUND CATCH BASIN
| WITH FABRICATED GRATE.
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3" MIN.
67 MAX.
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‘ ::U 18" T & G OR B & S ROUND CATCH BASIN
L I"| WITH FABRICATED GRATE, GALVANIZED
1 AFTER MANUFACTURING.
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Rl INLINE CHECK VALVE
I DRAIN TO DAYLIGHT OR
0 _ ||- _| | 4 _ ! / INSTALL SUMP PUMP.
( ||- T SEE CONSTRUCTION STDS
| | Tl FOR PUMP SPECIFICATIONS
N RODENT
ﬂ SCREEN
15"
SET CATCH BASIN IN 4" MIN. CONCRETE
ALL AROUND SUMP. USE NON-SHRINK
TOP 2" AT VAULT FLOOR. SET TOP OF
CATCH BASIN GRATE 1/2” BELOW FLOOR
FINAL GRADE.
PROFILE NOTES:
1. SECURE POWER CORD TO SUMP PUMP
DISCHARGE PIPING WITH NYLON CABLE TIES.
2. MANUFACTURE GRATE WITH CUTOUT
NOTCH FOR DISCHARGE PIPING. GRATE
SHALL BE REMOVABLE WITHOUT
DISASSEMBLY OF DISCHARGE PIPING.
3. PROVIDE POWER SOURCE AS REQ'D
FOR SUMP PUMP.
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