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3" MIN.
6" MAX.
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1” MINUS GRAVEL FIL

18" T & G OR B & S ROUND CATCH BASIN
WITH FABRICATED GRATE, GALVANIZED
AFTER MANUFACTURER.

18" T & G OR B & S ROUND CATCH BASIN
WITH FABRICATED GRATE, GALVANIZED

AFTER MANUFACTURING. PROVIDE

6 — 1" HOLES SPACED AROUND BASIN 3”
FROM FLOOR OF VAULT. COVER WITH LAYER
OF FILTER FABRIC TO PREVENT GRAVEL
FROM ENTERING SUMP.
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DRAIN TO DAYLIGHT OR

INSTALL SUMP PUMP. SEE
CITY CONSTRUCTION STDS
FOR PUMP SPECIFICATIONS

15" MIN. RODENT
SCREEN
18"
NOTES:
PROFILE SECURE POWER CORD TO SUMP PUMP
2 NWAJTIRL DISCHARGE PIPING WITH NYLON CABLE TIES.
MANUFACTURE GRATE WITH CUTOUT
NOTCH FOR DISCHARGE PIPING. GRATE
SHALL BE REMOVABLE WITHOUT
DISASSEMBLY OF DISCHARGE PIPING.
PROVIDE POWER SOURCE AS REQ'D
FOR SUMP PUMP.
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